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Appln. No.: 09/740,382 MATP-593US 
Amendment Dated July 14, 2005 
Reply to Office Action of May 19, 2005 

Amendments to the Claiims: This listing of claims will replace all prior versions, and listings, 
of claims in the application 

Listing of Claims: 

1. (Currently Amended) A display interfece having a group of channels 
for tuning a television receiver, said display Interface comprising: 

a channel matrix having n columns and m rows for displaying a plurality of 
definobloKrhannei indicatcrs for at most n x m channels, the channel matrix including entries for 
both available and unavailable channels, where n and m are positive integers greateir than 2, 
each dgfinoblQ channel indicator corresponding to a- respectively different position in the matrix, 
wherein rhjinnolg channel indicators corresDondInQ to channels having programs with viewer 
selected features are highlighted and the channels represented by the channel matrix are one 
group of channels among a plurality of channel groups; 

a channel group Indicator, separate from the plurality of def i nob i c channel 
indicators, configured to he selected to switch the channel matrix among the groups of channels 
to select a current group of channels and to display a chonnol i ndicator of o base channel 
number w -fbr the current group of channels; 

a cursor configured to be moved to positions along the rows and columns of the 

matrix; 

a channel status section, separate from the channel matrix, which displays status 
information. Including a channel number and a plurality of program property indicators of a 
television channel corresponding to the indicator at the position of the cursor on the matrix, 
wherein the channel status section and the channel matrix are displayed concurrently; and 

a channel '^elector which selects and tunes the channel by add i n^ number equal to 
a sum of the base channul number and the channel indicator corroooondin p to thG - dofinDb l G 
chonncl i nd l cotor o t the position of the cursor on the matrix. 

2. (Canceled). 
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3. (Oriciinal) A display interface in accordance with claim 1, wherein the 
viewer selected features include a plurality of program types and the display interface further 
includes means for selecting one of the program types as the viewer selected feature. 

4. (Ori<jinal) A display interface in accordance with claim 3, wherein the 
program types are predetermined program types. 

5. (Original) A display interface In accordance with claim 3, wherein the 
program types are defined by the viewer. 

6. (Original) A display interface in accordance with claim 1, wherein the 
viewer selected features i idude at least one program transmission characteristic. 

7. (Previously Presented) A display interface in accordance with claim 1, 
wherein n and m equal 10 such that each group of channels includes at most 100 channels. 

8. (Cuirentty Amended) A display interface in accordance with claim 1, 
wherein each definab l e channel indicator in said channel matrix is color-coded to indicate the 
status information of the corresponding channel, 

9. (Original) A display interface in accordance with claim 1 further 
including a remote contrc»l device, including at least one cursor navigation key for moving the 
cursor along the rows and columns of the matrix, wherein the channel selector is a further key 
on the remote control device. 

10. (Original) A display Interface in accordance with claim 1 further 
including a voice recognition system that recognizes voiced direalon commands to move the 
cursor along the rows and columns of the matrix and recognizes a voiced selection command to 
act as the channel selector, 

11. (Currently Amended) A user Interface method for controlling a 
television receiver to select television programs that are transmitted through the channels for 
display, wherein the television receiver is configured to receive C channels, where C is an 
integer, the method comprising the steps of: 

displaying a channel matrix having n columns and m rows for displaying channel 
indicators ror at most n >: m channels, the channel matrix including entries for both available 
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and unavailable channels, where n and m are positive integers greater than 2 and n x m is less 
than C, each definable channel Indicator corresponding to a respectively different position in the 
matrix, wh^rpin rhann ^i mdicator^ j r^rresoondlnQ to channels having programs with viewer 
selected features ere high ighted and the channels represented by the channel matrix are a 
current group of channels selected from among a plurality of channel groups; 

displaying £ chonncl ind i cator of o -base channel number, separate from the 
plurality of dcfinQb l e channel indicators, in the current group of channels as a channel group 
Indicato r - to be Gdoctcd ; 

selecting the channel group indicator to switch the channel matrix among the 
groups of channels and to select the current group of channels; 

moving a cursor over the channel Indicators in the matrix to indicate a possible 
selection of a channel corresponding to one of the definable channel indicators }t\ thq current 
group of channels ; 

displaying status information, separate from the channel matrix and induding a 
channel number and a plurality of program property indicators concerning the possibly selected 
channel, wherein the channel status section and the channel matrix are displayed concurrently; 

responsive to the displayed status Information, selecting the channel in the 
current channel Qroup corresponding to the d e finob l c -channel indicator at the position in the 
matrix indicated bv e f-the curso r on tho matrix ; and 

tuning the felevision receiver to the channel n umber eoual to the sum Of addiro 
the channel corrogpondrn g-te the def i nab l e channe l indicator at the position of the curgor on in 
the matrix te -indicated bv the cursor and t he base channel numbe rto caugo tho tclcviGlon 
rec ei ver to d i splay the tclcv i gio n p r o gram c orr e spond i ng to the chonnol i ndicator . 

12. (Previously Presented) A method in accordance with claim 11, further 
including the steps of: 

prompting a viewer to select the features of the programs; 
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displaying the channel group indicator to represent the one group of channels in 
which all channel indicators in the one group of channels that have at least one of the selected 
features are highlighted. 

I 13. (Cun-ently Amended) A method in accordance with claim 12 fttf=fehef 

wherein the step of highlighting the channel indicators for the programs having the viewer 
selected features includes the step of displaying the highlighted channel indicators in a different 
color than other channel Indicators in the channel matrix. 

14. (Currently Amended) A method in accordance with claim 13 further 
including the steps of: 

displaying ci feature selection portion including a plurality of features representing 
respectively different types of programs and at least one feature representing a function that 
may be performed on the channels represented by the channel matrix and prompting a viewer 
to select at least one prooram type or at least one function as the selected features; and 

highllghtimi the channel indicators in th e current arouo of channels corresponding 
t2.channels having the programs with the selected program types and displaying, in the status 
information, results of apDlylng the at least one selected function to the possibly selected 
channel. 

15. (Previously Presented) A method in accordance with claim 14 where 
the at least one function ndudes determining a V-Chip rating for the possibly selected channel. 

16. (Cu:Tently Amended) Apparatus for Implementing a display 
interface having a group of channels for tuning a television receiver, said apparatus comprising: 

means for displaying a channel matrix having n columns and m rows for 
displaying dcfinob l e channel indicators for at most n x m channels, the channel matrix including 
entries for both available and unavailable channels, where n and m are positive integers greater 
than 2, each definabte -channel indicator corresponding to a respectively different position in the 
matrix wherein channel ndlcators corre sponding to channels having programs with viewer 
selected features are highlighted and the channels represented by the channel matrix are a 
current group of channeU; selected from among a plurality of channel groups; 
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channel group selection means, separate from the plurality of dcfmob l c <hannel 
indicatore, for switching the channel matrix among the groups of channels to select a current 
group of channels and for displaying a chDnneNndicotor of - o -base channel number in the 
current group of channels; 

means for moving a cursor over the dcfinoble channel indicators in the matrix to 
indicate a possible selection of a channel corresponding to one of the dcfinobl<x hannel 
indicators; 

means for displaying status information, separate from the channel matrix, and 
including a channel number and a plurality of program property indicators concerning the 
possibly selected channel, wherein the channel status section and the channel matrix are 
displayed concurrently; and 

means, resjwnsive to the displayed status information, for indicating a selection 
of the channel indicator wrresponding to the possibly selected channel and for tuning the 
television ^ ^c^iwrtg the channel numti^r equal tp the sum of a dding t he channel indicator at 
the position |p ^he matrix indicated bv the cursor correspond i ng to tho - poisgiblv selcctod chonno l 
and the base channel number t o tunc the tc l cvlglon rocc l vcr to - ^ccG i vG the progrom 
correspond i ng to the GQloctcd chDnncI ind t cotor . 

17. (Currently Amended) A computer readable carrier including a 
computer program that controls a computer to implement a display interface having a group of 
channels fortuning a television receiver, the computer program causing the computer to 
perform the steps of; 

displaying a channel matrix having n columns and m rows for displaying dcfirtoble 
channel indicators for at most n x m channels, the channel matrix including entries for both 
available and unavailable channels, where n and m are positive integers greater than 2, each 
def i nob l o <hannel indicator corresponding to a respectively different position in the matrix, 
wherein channel indicatoi-s corresponding to channels having programs with viewer selected 
features are highlighted <ind the channels represented by the channel matrix are a current 
group of channels selected from among a plurality of channel groups; 
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displaying a chonnc t ind i cator of o base channel J3iiinbe£, separate from the 
plurality of dcfinobtc channel indicators, in the current group of channels as a channel group 
indicato r to be gclcctGd ; 

selecting the channel group indicator to switch the channel matrix among the 
groups of channels and to select the current group of channels; 

moving a cursor over the channel indicators in the matrix to indicate a possible 
selection of a channel corresponding to one of the channel indicators; 

displaying status information, separate from the channel matrix and including a 
channel number and a plurality of program property indicators concerning the possibly selected 
channel, wherein the channel status section and the channel matrix are displayed concurrently; 
ond 

responsive to the displayed status infomnatlon, selecting the channel indicator 
corresponding to the possibly selected channel; and 

tuning the television receiver to the channel num ber equal to the sum of ad^fflt 
the possibly GClcctod channel mriirator at the position in the matrix indicated bv the c ursor te 
aod_t he base channel number to cause the television receiver to display the television program 
corresponding to the selected channe Hndicotor . 

18. (Currently Amended) A display interface in accordance with claim 1, 
wherein the channel status section further Includes a brief summary of a program on a 
television channel corresponding to the indicator at the position of the cursor on m the matrix 
indicated by the cursor . 

19, (Currently Amended) A display interface in accordance with claim 1, 
wherein the channel status section further includes a channel logo of a television channel 
corresponding to the indicator at the position of the curaor oni n the matrix Indicated bv the 
cursox . 
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